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Product
 Code

Product 
Name

Wattage
(W)

Colour Temp
 (k)

Lumens 
(lm)

Dimensions (mm)
H W L

17603 Atlas Mini 3 10W Floodlight 3000K 10 3000k  Warm White 1000 24.5 63 86

17610 Atlas Mini 3 10W Floodlight with PIR Sensor 3000K 10 3000k  Warm White 1000 49 63 86

17627 Atlas Mini 3 20W Floodlight 3000K 20 3000k  Warm White 2000 24.5 84 114

17634 Atlas Mini 3 20W Floodlight with PIR Sensor 3000K 20 3000k  Warm White 2000 49 84 114

17641 Atlas Mini 3 30W Floodlight 3000K 30 3000k  Warm White 3000 25 100 144

17658 Atlas Mini 3 30W Floodlight with PIR Sensor 3000K 30 3000k  Warm White 3000 49.5 100 144

17665 Atlas Mini 3 50W Floodlight 3000K 50 3000k  Warm White 5000 26.7 125 178

17672 Atlas Mini 3 50W Floodlight with PIR Sensor 3000K 50 3000k  Warm White 5000 51.2 125 178

17689 Atlas Mini 3 10W Floodlight 4000K 10 4000k  Cool White 1000 24.5 63 86

17696 Atlas Mini 3 10W Floodlight with PIR Sensor 4000K 10 4000k  Cool White 1000 49 63 86

17702 Atlas Mini 3 20W Floodlight 4000K 20 4000k  Cool White 2000 24.5 84 114

17719 Atlas Mini 3 20W Floodlight with PIR Sensor 4000K 20 4000k  Cool White 2000 49 84 114

17726 Atlas Mini 3 30W Floodlight 4000K 30 4000k  Cool White 3000 25 100 144

17733 Atlas Mini 3 30W Floodlight with PIR Sensor 4000K 30 4000k  Cool White 3000 49.5 100 144

17740 Atlas Mini 3 50W Floodlight 4000K 50 4000k  Cool White 5000 26.7 125 178

17757 Atlas Mini 3 50W Floodlight with PIR Sensor 4000K 50 4000k  Cool White 5000 51.2 125 178

Product Information

ATLAS MINI 3ATLAS MINI 3

Built with durable die-cast aluminium in a sleek, 
slim design. Perfect for lighting up gardens, 
driveways, and outdoor spaces. This high-powered 
floodlight is fully IP65 rated and features a 
tempered glass front for lasting performance.

Available in 3000K Warm White or 4000K Cool White

Mains operated outdoor LED floodlight

IP65 rated for wet weather outdoor use.

Angled bracket for easy installation

3
YEAR
Warranty

PIR models have a 120° sensor with adjustable light settings

Comes with a 0.7m heat-resistant TRS cable

Beam Angle
100°

CRI

>80
IP Rating

IP65
Non-Dimmable

Suitable For 
Outdoor Use

Hours Average
Rated Life

25,000
Impact Rating

IK06

NEW
FOR 2025


